










A  L o n g - L a s t i n g, C o s t - E f f e c t ive  A l t e r n a t ive  t o  C o n c r e t e
Wastewater Access Chamber Features

Chamber Body
• Sturdy, 3/8" thick, one-piece 

construction - no welds!
• Smooth interior improves the flow 

(n=.009) through molded inverts
• Large enough for easy insertion of 

CCTV equipment and high pressure 
cleaning equipment

• Design resists floating in high 
ground water conditions

• Light color allows for excellent 
internal visibility

15" Riser Pipe On WAC
• Large enough to allow equipment 

entry, too small for human entry
• Water tight lid with gasket installs in 

top of riser
• Extends or shortens easily
• Eliminates need for confined space 

entry procedures and equipment
• Due to 15" size, riser remains 

independent of standard ring and 
cover

Surface Treatment
• Standard ring and cover installed on 

concrete base remains independent 
of riser pipe - no traffic loading 
transferred to riser or chamber

• Polyethylene lid with gasket installed 
in riser, under ring and cover to 
eliminate inflow into the system - no 
“dish” or casting to chimney sealing 
devices required!

• Freeze/Thaw cycle effect minimized
• Street paving adjustments made 

independently of chamber

15" WAC Product Specifications
General
The Wastewater Access Chamber 
(WAC) may be used in place of 
standard concrete manholes, 
cleanouts, dead-end manholes, 
or sampling ports, or used in any 
location in a sewage or storm 
drainage collection system that 
requires access for maintenance 

and inspection equipment, without 
man entry. The chamber body shall 
be a one-piece, rotational molded 
polyethylene unit that is corrosion 
resistant, lightweight and designed 
for use in both traffic and non-traffic 
locations where the sewer pipe is 
6-, 8-, 10- or 12 inches in diameter. 
The chamber shall be adaptable to 

clay, cast iron, ductile iron, PVC or 
concrete pipe through use of flexible 
couplings.

Physical Dimensions
• Length of body shall be 43.75" +/- 0.50"
• Height shall be 37.75" +/- 0.50"
• Width shall be 18.75" +/- 0.50"
• Thickness shall be an average of 0.375"

Exploded View of WAC 15

• Length 43.75" +/- 0.50"

• Height 37.75" +/- 0.50"

• Width 18" +/- 0.50"

• Thickness 0.375" average

WAC Installation

Dimensions Of Body
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Chamber Body
• Sturdy 1/4" thick, one-piece 

construction - no welds!
• Smooth interior improves the flow 

(n=.009) through molded inverts
• Sized to allow access by pressure 

cleaning equipment and push-rod 
CCTV equipment

• Riser spigot designed to utilize 12" 
SDR 35 as well as 12" Ultra-Rib 
pipe

• 4" and 6" inlets and outlets 
connected to SDR 35 with flexible 
couplings

• Designed as a “Crow’s Foot” to 
allow two services to be connected 
through one chamber, cutting main 
connections in half!

Dimensions of Chamber
• Length - 26.425" +/- 0.50"
• Height - 14.50" +/- 0.50"
• Width - 21.00" +/- 0.50"
• Thickness - 0.250" average

CSC Assembled Configuration

CSC Installation

CSC Installation

12" Riser Pipe On CSC
• Sized to keep opening large enough 

to accept standard pressure 
cleaning equipment and push-rod 
CCTV equipment

• Small enough to be installed in 
sidewalk, yard or easement relatively 
inconspicuously

• Polyethylene lid with gasket installs 
in top of riser to provide water tight 
seal

• SDR 35 or Ultra-Rib may be used 
as a riser

• Surface opening may be reduced 
through use of reducing couplings 
(rigid or flexible)

• Riser is cut to proper length at job 
site by installer

Surface Treatment
• Standard ring and cover set on a 

poured concrete pad may be used 
to gain access

• Smaller rings and covers are 
available for sidewalk, yard or 
easement applications

• Sealed polyethylene lid may be 
buried without ring and cover where 
complete concealment is desired

Common Uses
• Property line house cleanout (1-2 

houses)
• Commercial grease trap sampling 

port

Cut-Away CSC

Cleanout/Sampling Chamber Features



City of Arlington 
Water Resource Services 
Liquid Waste Program 
 
 
Grease Interceptor, Sand/Oil Separator, Grit Interceptor 

Suppliers 
 
Park Environmental Equipment Co., LTD 

North Houston (Corporate Headquarters)  
7015 Fairbanks 
Houston, TX 77040 
Tel (713) 937-7602 
Fax (713) 937-4254 
1-888-611-PARK 
 
Dallas 
1200 South I-45 
Dallas, TX 75125 
Tel (972) 842-8801  
Fax (972) 842-8871 
1-888-611-PARK 
 

Hanson Pipe & Precast 
 Corporate Headquarters 

300 East John Carpenter Freeway  
Irving, TX 75062 
Tel (972) 653-5500 
 

Oldcastle Precast 
 Mansfield 

1100 Heritage Parkway  
Mansfield TX, 76063-2277  
Tel (817) 453-1054  
Fax (817) 453-4007 
 
 

Sample Well and Securing Device Suppliers 
 

Park Environmental Equipment Co., LTD 
North Houston (Corporate Headquarters)  
7015 Fairbanks 
Houston, TX 77040 
Tel (713) 937-7602 
Fax (713) 937-4254 
1-888-611-PARK 
 
Dallas 
1200 South I-45 
Dallas, TX 75125 
Tel (972) 842-8801  
Fax (972) 842-8871 
1-888-611-PARK 
 



PW Eagle (JM Eagle) 
 Conroe 

101 East Avenue M 
Conroe, TX 77301 
Tel (936) 760-2888 
 

Bass & Hays Foundry 
 Grand Prairie 
 238 S. Bagdad Rd 

Grand Prairie, TX 75050 
Tel (972) 263-1360 

  
 
 

 
*This list is for general reference purposes only, and should not be considered a complete listing 
of suppliers.  Please contact the manufacturer for a list of local distributors. 


