OF MH FOR 2" MINIMUM I
CLEARANCE FROM SURFACE
OF EXISTING PAVEMENT,
GROUND, OR PROPOSED
PAVEMENT (WHICHEVER

IS GREATER)

SANDY CLAY WITH PI
OF 15 OR LESS
COMPACTED TO 90%
(95% IN PAVEMENT) OF
THE MAXIMUM STANDARD
PROCTOR DRY DENSITY
AS PER STD. SPEC.
ITEM 6.2.9.(b)(2)
EMBEDMENT GRAVEL
MAY BE USED IN LIEU
OF THIS PROCESS

OUT OF PAVEMENT

IN PAVEMENT

N.T.S.

EX MH FRAME & COVER TO
BE REMOVED & SALVAGED
TO CITY. RESTORE SURFACE
WITH TOP SOIL AND BLOCK
SOD

N.T.S.

EX MH FRAME & COVER TO
BE REMOVED & SALVAGED

TO CITY. PAVING AND SIDEWALK
TO BE REPAIRED PER PUBLIC

WORKS STANDARDS

( ok

REMOVE TOP PORTION Z

7

-4

ARV AREDS

—_—

AISTING PAVEMENT

=>>

—

CONCRETE PLUG
MINIMUM 8" _\
INTO PIPE

CLASS "B” CONC. TO
MINIMUM 4" ABOVE
TOP OF PIPE

AN

a..

PLUG WITH CLASS
/"B" CONCRETE

:IE?;[E:B

/

ABANDON
EX SANITARY
SEWER

|
|
|
|
|
: MAIN,/SERVICE
|
|
|

EXISTING CONC. BASEJ

\~CONCRETE PLUG

MINIMUM 8~
INTO PIPE

* CITY OF ARLINGTON, TEXAS

MANHOLE ABANDONMENT
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